CMM Characteristics Naming Conventions
Standard nomenclature for GD&T string entry in Calypso Characteristics
1. Character string Length Notes (Ref Statistical Software limitations considered)
a. 30 max character limit for those outlined. All others are 32 max character limit.
b. When using Best Fit true position. Calypso adds three or more characters to the string name, you must take care to prevent exceeding a 28-character maximum character limit. This provides for up to four additional characters from internal Calypso conventions.




2.  	



From Calypso		
Roundness
Roundness Ang
Waviness
Flatness
Flatness Ref
Straightness
Straightness Ref
Cylindricity
Profile
Line Profile
Form
True Position
Concentricity
Coaxiality
Perpendicularity
Parallelism
GDT Symmetry
Angularity
Runout (Radial)
Cumulative Radial Runout
Axial Runout	
Cumulative Axial Runout


































GD&T character Standards
Rnd_.001
RoA_.001
Wav_.001
Flat_.001
FlatR_.001_1.00
Strt_.001
StrtR_.001_1.00
Cyl_.001
Prof_.010_A_B_C	Prof_.010M_A_B@m_C@m	Prof_.010_A-B_C
LProf_.010_A_B_C	LProf_.010M_A_B@m_C@m	LProf_.010_A-B_C
Form_.001
TPØ.010_A_B_C		TPØ.010M_A_B@m_C@m		TP.010M_A-B_C@m
Con_.001_A
Coax_.001_A
Per_Ø.001_A	Per_.001_A	PerØ.001M_A-B
Par_.001_A
Sym_.001_A	Sym_.001_A_B_C
Ang_.001
Ro_.001_A
TRo_.001A
ARo_.001_A	ARo_.001_A_B
TARo_.001_A	TARo_.001_A_B	

